
This project combines so many things that I love in 

a good creative project. It’s quick and easy, it utilizes 

Brother’s fabulous iron-on glitter material, it can be 

made with minimal supplies, and it’s a lot of fun! 

Finding a project that combines so many elements, 

and which is so easy to do, is rare. And this project 

is already a favorite. The real star of this show is the 

Text Converter tool from Brother, which now allows 

me to save any font and word from my computer 

and transfer into my ScanNCut as a cut file in mere 

moments! This new tool that’s available on my 

computer is a real game changer, and I see myself 

cutting out so many more words and letters in the 

future. Such fun! To recreate a project like mine, you 

will want to include a few colors of acrylic paint, glitter 

iron-on material, and some type of fabric to create on 

(like a tote bag). Get ready to have a lot of creative fun 

playing with this project.

Art Supply Tote

May Flaum

MATERIALS: 
ScanNCut Machine; Brother Iron-on Glitter 

Material; Tote Bag; Acrylic Paint; Water; Paint 

Brush; Iron; and a Computer to access the

Text Converter Tool

step 1. Download the ScanNCut TrueType Font Converter from Brother Support here. 

Open the Text Converter tool on your computer and type in your word(s). Select 

the font you would like to use from your computer. Size and change font style, 

and save to your USB drive. 

projects
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Tip: You can save words as separate 
files or as a single file. I save words I 
use a lot in separate files. This way, I 
have files that read “art,” “love” and 
other commonly used words saved 
and ready for future projects. 

http://support.brother.com/g/b/productseries.aspx?c=us&lang=en&content=dl&pcatid=42#Series-418
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step 3. When ready to cut, click the “Mirror” option in the “Edit” screen so that the word(s) 

flip and are backwards on the screen. This is a vital step, because otherwise your 
words will be backwards once they are cut out!
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step 4. Place the glitter iron-on material (shiny side down) on a standard mat, and load 

into the ScanNCut. Cut the material and remove the mat.

Tip: Make sure to do a test cut so that you 
are cutting out only the material (and not 
the adhesive backing sheet). Then, when 
removing the letters or shapes from the 
sheet, be careful and move slowly so that the 
delicate material doesn’t tear.

step 2. Insert the USB drive into your ScanNCut and resize, alter, or otherwise edit your 

font file as needed.

Tip: Want to do some editing in ScanNCutCanvas? 
Go ahead! You can edit and work on these font 
files in any way you’d like, since the application 
saves it as a ScanNCut file!



ART SUPPLY TOTE (CONTINUED)

step 6. Gently remove the letters from the sheet and place onto your tote bag. Once 

satisfied with the placement, remove and pre-heat the tote bag with your iron. 

Then place the letters on, cover with some medium weight fabric, and heat set 

with the iron on your design.

Opinion expressed by paid consultant. Color and specifications may vary.

step 7. If any final touches are desired, now is the time to place them! From adding more 

paint to dimensional accents, this is your opportunity to include additional details. 

step 5. Prepare your tote bag by painting it with a fabric-friendly paint. (For this tote bag, I 

used acrylic paint). Design with any sized brushes or tools, and apply any design or 

pattern you’d like. Take care to leave room for your glitter iron-on words. It is O.K. to 

have a bit of paint under them, but keep in mind they may not stick well if there is 

a lot of paint under them. For a watercolor look, I spritzed my finished design with 

water, and then added splatters of paint. The paint spreads a bit and softens – a fun 

and easy trick!

Tip: You can choose to paint your design, or wait until the letters are ironed on to do the 
painting. Both methods work well. It will depend on your project design choices.

Tip: Once cooled, check each letter to make sure it is secure. If not, heat set with the iron again


