
Customizing and personalizing glass items 
by etching a design into them is a fun way 
to add personality to gifts and home décor.  

Tattered Lace 
Bowl

Erin Bassett

MATERIALS: 
ScanNCut Machine and Accessories; Tattered Lace Pattern Collection 1 (sold separately) – 

CATTLP01; Glass Bowl, Black Craft Vinyl; Adhesive Transfer Paper with Grid; Etching Cream; 

Popsicle Stick or Paint Brush; Craft Mat or Newspaper (to protect your work surface); Sink; 

ScanNCut Precision Hook Tool; Spatula; Gloves (optional)

Open ScanNCutCanvas and click on the "New" icon to start a new project. Select 

the Import SVG icon and choose the file TTLP01004_A.fcm. Download all the 

parts and extract all the files.

step 1. 

projects

Colors and specifications may vary by model. Opinion expressed by paid consultant.

step 2. Resize the design to fit your bowl. (I made mine 7" for the bowl I was using.)



TATTERED LACE BOWL (CONTINUED)

step 4. 

step 5. 

On your ScanNCut, click on “Patterns” and then click on the “ScanNCut 

Transfer Retrieval” icon.

Load the Black Craft Vinyl onto the mat and load into the machine. Next adjust your 

cutting blade. (Do a test cut if you’re unsure of which setting to use.) Click “Ok”, 

“Cut”, and “Start” to cut out the design.

step 3. Select the "download" icon and send the design via ScanNCut Transfer to 

your machine.
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step 7. 

step 8. 

With the help of a hook tool, weed out the negative parts of the vinyl.

Cut a piece of Adhesive Transfer Paper with Grid to the size of your vinyl design. 

Remove the backing and gently lay it on top of the vinyl design. Use the spatula to 

burnish the tape onto the vinyl.

step 6. Once your design is finished cutting, unload your mat and remove the craft vinyl 

from it. Trim the vinyl if needed.



TATTERED LACE BOWL (CONTINUED)

step 10. Following the manufacturer's instructions, apply etching cream to the bowl. Wait 

the proper amount of time. Then, remove the etching cream and wash the bowl 

so it’s ready to use. Wash the bowl and remove the craft vinyl.

After you’ve rinsed and dried your bowl, it will be ready to use.

step 9. Gently peel up the Adhesive Transfer Paper with Grid and place it onto the bottom 

of the bowl, and burnishing onto it. Because the bowl is curved, you may need to 

cut the vinyl so that it will lay flat and then overlap the vinyl pieces. (You don’t want 

any wrinkles or bubbles for the etching cream to seep under.)

Colors and specifications may vary by model. Opinion expressed by paid consultant.


