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Type 115V, 220V, 230V Single Phase 115V, 220V, 230V Single Phase 208/230V Three Phase
1/8 Hp 1/4, 1/2 Hp 1/8, 1/4, 1/2 and 1, 2, 3 Hp

Fig. 1.15: Mid Type: 1/8, 1/4, 1/2, 1, 2, and 3 Hp

M: Motor Br: Brake S: Reversing switch C: Capacitor MS: Magnetic switch Z: R-C circuit (OP-CRM-2)
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Fig. 1.17: 1/8 - 3 Hp 460V Wiring

Dimensions of A200-D90 Input Voltage: 200-220VAC / Output: 90VDC
(A100-D45) (Input Voltage: 100-110VAC / Output: 45VDC)

R.20

1.42

1.81

7.87 5.90

(white)

(yellow)

(Input)

(black)
(red)

(blue)

(Output)

(blue)

2.2 in

.39.39

1.02

0.180.10

0.67

Fig. 1.16A Rectifier
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Fig. 1.16B Snubber

A200-D90, (A100/D45), A100-D90 Input Voltage
100-110VAC / Output 90VDC
Rectifier Dimensions

(Z) OP-CRM-2
(120 Ohm-0.1 mFd)
R-C Circuit Dimensions

115V use A100-D90 Rectifier
220-230V use A200-D90 Rectifier

115V use A100-D90 Rectifier
220-230V use A200-D90 Rectifier

115V use A100-D90 Rectifier
220-230V use A200-D90 Rectifier

115V use A100-D90 Rectifier
220-230V use A200-D90 Rectifier

115V use A100-D90 Rectifier
220-230V use A200-D90 Rectifier

115V use A100-D90 Rectifier
220-230V use A200-D90 Rectifier

* For Wiring with a VFD (Invertor)
see page 17.


