Brother AC Gearmotors and Reducers MASTER PART NUMBER GUIDE
Single Phase Gearmotors & NEMA Reducers

(G3 less than or
equal to 32 Frame)

S : Hollow Bore

(F3)

M: 1HP (750W)3
P: 2HP (1.5 kW)?
R: 3HP (2.2 kW)?

G3 K 22 N 025 - B M L 4 A X
H2 L 22 T 030 - B B H 4 A
E8 S 25 N 060 - N c K
Y Y Y J \
Type Frame Gear Ratio Y Y Special Spec
G3: G3 Serie G3 H2 E3 007 : 7.5:1 Supply Voltage X: Provided
H2: H2 Series 18 22 20 010:10:1 UL/CSA 1: 115V, 60Hz, 1ph Blank: Std
F3: F3 Series 22 28 25 012 :12.5:1 B : UL/CSA 5: 220V, 60Hz, 1ph
28 32 30 120 : 120:1 N : Not UL/CSA 6: 230V, 60Hz, 1ph
32 40 35 12X : 1200:1 NEMA Reducer| 7: OEM Spec. 1ph
40 50 45 Blank: NEMA Reducer
50 55
\
L Y Motor T e'
.Mounting Shaft Direction m%p* - '_ 5
L : Foot Mount B : Brakemotor y erminal Box )
(G3 and H2) N: Common Code J : Brakemotor (w/ Motor Power A: Die Cast Box
F: Flange Mount H2 Series manual release) H: 1/8HP (100W)?2 S: Steel Box®
(G3 above 32 Frame) | |L: Left Extension C : NEMA 56C K: 1/4HP (200W) N: Leads
K : Flange Mount R: Right Extension D : NEMA 140TC L: 1/2HP (400W) Blank: NEMA Reducer
T: Double Extension E : NEMA 180TC

Three Phase-Inverter Duty Gearmotors

(G3 less than or
equal to 32 Frame)

S : Hollow Bore
(F3)

L : Left extension. R :
Right extension. T :
Double extension

"W" Enclosure

G3 and F3 Series

S : Common code
H2 Series

H : Left extension.

M : Right extension
B : Double extension

www.BrotherGearmotors.com

O oo N =

- 3/4 HP (550 W)

. 1HP (750W)°
: 2HP (1.5 kW)°
2 3HP (2.2 kW)°

G3 K 22 N 25 - M F 4 A E N
H2 L 22 B 30 - W F 4 A E B2
F3 S 25 N 60 - M Vv 6 A w N X
Y
Y Y Y y Special Spec
Type Frame Gear Ratio Y X:Option
G3: G3 Series G3 H2 E3 7:75:1 Supply Voltage Required
H2: H2 Series 18 22 20 10:10:1 Enclosure A: 208/230/400/460V Blank: Std
F3: F3 Series 22 28 25 12 :12.5:1 M : Standard 60/60/50/60 HZ
28 32 30 120 : 120:1 (IP-44) Brake
32 40 35 12X : 1200:1 W : Washdown N: No Brake
40 50 45 (IP-65) B2: 200V Brake
50 59 B4: 400V Brake
; J2: Manual Release
Y Y 200V Brake
Mounting Shaft Direction Motor Type J4: Manual Release
L : Foot Mount F:1/8 to 3/4 HP % 400V Brake
(G3 and H2) "M" Enclosure &I/p%etrée:; agty) Motor Power V2: Washdown
F: Flange Mount G3 and F3 Series (Ihverter Duty) 1 1/8 HP (100W) 200V Brake
(G3 above 32 Frame)| [N : Common Code 1 1/4 HP (200 W) V4: Washdown
K': Flange Mount H2 Series :1/2 HP (400 W) 400V Brake

—

Terminal Box

E: Die Cast Box
(1/8 to 1/2 HP)

W: Large Box

w/ Terminal Block

(3/4 to 3 HP)

Note'- Single Phase and NEMA 56C Part Numbers stay the same as
previous naming convention

Note?- Not available in a 56C Reducer

Note3- Not available in a Single Phase Gearmotor

Note*- For 1/8 and 1/4HP Single Phase Models

Note5- For 1/2HP Single Phase Models
Noteb- 1,2, and 3 HP Motors meet IE3 Efficiency
Standards






