
Brother MMD AC Gearmotors and Reducers 

Motor Type

Motor Power 

Gear RatioFrame
Motor Phase

 

Mounting

Bore 

Brake

Note4

"M" Enclosure
G3 and F3 Series 

H2 Series

"W" 
G3 and F3 Series 

H2 Series

Enclosure

Single & Three Phase MMD GearMotors

(IP-40,44)

Motor Specs.

B: Common Code 

08: 1 HP (.75 kW) 
15: 2 HP (1.5 kW) 
22: 3 HP (2.2 kW)

T: 3-Phase
S: 1-Phase (1/8 HP) 
C: 1-Phase(1/4,1/2 HP)

Motor Voltage
3-Phase

AV: 208/230/460/400V
       60/60/60/50Hz 
EV: 415/440/480V 
       50/50/60Hz 
MA: 575V 60Hz

1-Phase

LV: 115V 50/60Hz

DV: 220/230V 50/60Hz

N:Without Brake 
B2:200V Brake 
B4:400V Brake 
V2:200V Brake (Wash Down ) 

V4:400V Brake (Wash Down )  

J2:200V Brake (Manual Release) 
J4:400V Brake (Manual Release) 

NEMA C Face Reducers
005

010

N

N

Special Spec

Motor Power

Gear RatioFrame

Mounting

Bore  

D: NEMA 140TC
E: NEMA 180TC

Reducer Type

01: 1/8 HP (0.1 kW) 
02: 1/4 HP (0.2 kW) 
04: 1/2 HP (0.4 kW) 
05: 3/4 HP (0.55 kW) 
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NEMA Reducer

N: Common Code

C: NEMA 56C

C K18

D32

X

K: 1/4HP (200W)
L: 1/2HP (400W)
M: 1HP (750W)
P: 2HP (1.5kW)
R: 3HP (2.2kW)

P

Terminal Box
E: E- Box (3-Phase) 
A: A-Box (1-Phase) 
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Note1

Note2

Note3

: NEMA 56C
: NEMA 140TC
: NEMA 180TC
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Special Spec

12X: 1200:1




