1 PREPARATION

Unpacking Your P-touch Labeler

Save the package container for future reference.

Power Supply & Tape Cassettes

• Use only Brother M tapes with this machine. Do not use tapes that do not have their poles point in the correct direction. 

• Spilling beverages on to the machine.

• Check that the batteries are correctly inserted.

• The batteries may be weak. Replace them.

2 OPERATION

Keyboard & LCD

The LCD shows one row of 10 characters. However, the text that you see on the machine in length, which will scroll across the display.

Make sure that the power is turned off when replacing batteries or tape cassette.

To initialize the P-touch labeler back to factory settings, turn off the power from mode.

To cancel operations, press .

3 REFERENCE

Troubleshooting

Error message

Solution

To change the clock setting:

You can select the number of copies by entering .

Text Preview

You can print up to 9 copies of each label.

Feeding (Tape Feed)

You can print up to 9 copies of each label.

The batteries may be weak. Replace them.

The LCD shows one row of 10 characters. However, the text that you see on the machine in length, which will scroll across the display.

End of label at the right edge of the labeler.

The batteries may be weak. Replace them.

The LCD shows one row of 10 characters. However, the text that you see on the machine in length, which will scroll across the display.

To print from beginning after deleting text:

To clear errors:

To change the Clock Setting:

The machine automatically turns off if no key is pressed within 5 minutes.

The batteries may be weak. Replace them.

To change the clock setting:

You can print up to 9 copies of each label.

The batteries may be weak. Replace them.