
projects

step 1.

Today, I want to share with you all my tips,  
tricks and settings for successfully cutting  
wood veneer using your Brother ScanNCut!  
I’ll be walking you through my creation of these 
 custom hooks, but you can use these tips to  
cut out wood veneer for any project!  

Wood Veneer 
Hook

Kacia Hosmer

MATERIALS: 
Brother ScanNCut machine; standard blade; standard mat;  

wood veneer; spray paint or paint; wood plaque; hooks;  

polycrylic (optional)  

Begin by prepping the wood plaques that will function as the base for your 

silhouette hook. 

step 2. Decide the design you want to paint. 

Note: You can use painter’s tape and layers to create some really beautiful 
designs using paint or spray paint. 
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step 3. 

step 4. 

While the designs dry, we will prep the silhouette or shape to be cut from your 

wood veneer. 

a

Set your blade depth and blade pressure. Begin by testing your veneer with your 

blade at a depth of “8.” Set your pressure to “2.” 

Increase 
blade depth, 
but keep 
pressure to a 
minimum. 

Tip 1: If your wood is cracking or 
splitting, lessen the pressure. Make all 
changes small and do them one at a 
time; that way you know what is causing 
the problem (or creating success!).

Tip 2: Keeping the veneer long allows you 
to hold it in place as your object is cut. 

Tip 3: If you are cutting an intricate design using 
a brand new mat, you will need to be extremely 
careful when removing the design from the mat. 
If you are using an older mat, you may find that 
the inflexibility of the veneer makes it shift as 
soon as it begins to cut. Painter’s tape works 
well if you are having a difficult time getting the 
veneer to stay put.

Keep the  
veneer sheet 
as long as 
possible
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step 5. 

step 7. 

After testing your settings, cut your silhouette for your custom hook. 

Using an adhesive, attach the silhouette to your wooden plaque. Then drill holes 

according to the types of hooks you’ve purchased.

Note: For this example, I used a polycrylic and then went over the entire piece with 
this polycrylic as well. 

Tip 4: Because of the direction of the blade 
and how it cuts, it is imperative that you place 
your veneer on the mat with the grains going 
perpendicular into the ScanNCut. Cuts made 
along the grain will always cut easier than the 
cuts going against the grain, so you may find 
that you need to allow more blade depth to 
compensate for that difference. 

G
rain

step 6. Determine the layout for your hook. If you don’t like it, go paint it again
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step 8. Hang them up, stand back, and admire your work!


