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Custom labels are some of my most favorite things to 

make with my ScanNCut2. There are so many things 

that can be made and created with this machine, but 

cutting adhesive vinyl is just fun. Lately, I’ve been  

playing around a bit more with layering the vinyl to 

create even more elaborate designs. I will  show you 

how to modify and layer the built-in designs to create 

something custom! As always, they will be available  

for a free download!

Custom 
Vinyl Labels

Kacia Hosmer

MATERIALS: 
ScanNCut or ScanNCut2*; Standard or Middle Tack mat; Standard 

blade; Adhesive vinyl; Sketch book and pencil; Pen and/or marker; 

Lunch box or pencil box or anything you wish to label!

step 1. Start by sketching!  Despite Jones having the nickname, Oranges, I decided to go 

the pear route this time. No idea why, I guess I was just loving pears!

*Some features shown are only available on the ScanNCut2.

Opinion expressed by paid consultant.
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step 2. After you are happy with your sketch, trace with a dark pen or marker. Be sure to 

use a thicker marker or pen if you wish to cut the thickness of your lines. You can 

see the difference between the small pair and the larger pear with the name inside. 

Photograph or scan your completed sketch.  Using the Image Trace tool, import 

your image into ScanNCutCanvas.  (If you don’t have a ScanNCutCanvas account, 

you can set up one up for free, here!)

Zoom in to remove any excess lines or clean up wonky lines.  If you double click on 

a line or shape, you will reveal all of the anchor points.  Using these anchor points, 

you can modify shapes by deleting, moving or adjusting the curves for each point. 

step 3. 

One of my favorite new features of the ScanNCut2 is that it is Wireless 

Network Ready!  This simply means that I can transfer designs directly from 

ScanNCutCanvas instead of using a USB stick.  It really all boils down to magic,  

I think. ;)

step 4. 
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Cut out the design on your adhesive vinyl.

step 6. Weed away the excess vinyl.  I like to use a small pin to grab small pieces that need 

to be removed.  

step 7. Place the transfer paper on the design – the transfer paper is used to lift the 

vinyl from the original backing material to reveal the adhesive side, so it can be 

placed on the final product.

step 5. 
 

My favorite adhesive vinyl settings:

• Speed: 1

• Pressure: 0

• Blade: 1
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step 8. Once you’ve transferred the design to the transfer paper, line up and place on your 

final product.  I used a small lunchbox for this project. 

If the thought of sketching makes you nervous, you can use built in designs as well!  

(I still challenge you to practice lettering and sketching as often as you can!)

Using the borders, I created a simple design.  The bottom hearts border has been 

flipped both vertically and horizontally. 
step 1. 
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step 2. To create a layered look, I took the original design and used the Create Offset Line 

tool to expand the outline.  I opted to delete the original line, and then used the 

Weld tool to make one outline, since overlap was created with the offset line.

Either transfer your design using a USB stick or send directly to your ScanNCut2 

over wireless.  Continue prepping and cutting and transferring just as we did for the 

lunchbox shown above. 

 

Opinion expressed by paid consultant.


